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TROZ “tecunix Installation kit WE

1 Installation kit WE
1.1 Supply package

Fig. 1: FKRS-EU with installation kit WE

® Installation side
Operating side

Installation kit dimensions [mm)]

Nominal size 100 125 150 160 180 200 224 250 280 315
ZDN 99 124 149 159 179 199 223 249 279 314
OA Nominal size + 100 mm

Supply package

Item Name Property

1 Installation kit WE pre-assembled on the fire damper

2 Connecting subframe

3 Fire damper

4 Seal
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Installation kit WE

1.2 To be provided by others

T ROZ®TECHNIK

These instructions supplement the installation and operating manual of the FKRS-EU. Installation openings of the
lightweight partition wall, the fire-resistant cladding of the duct and the suspensions are implemented according to
the instructions, the installation and operating manual and supplementary to the design 478 (Promat® manual,

current version).

To be provided by others

Item
5

1"
12

13
14
15

Name

Mineral wool

Cross bar

Steel wire clip

Steel wire clip

Dry wall screw
Promatect-LS35
Promatect-H

Hilti HUS 6

Fischer FFS 7.5 x 112
Promat glue K84
Threaded rod

Mineral wool

1.3 Special tool

Property / size

Gross density =2 80 kg/m?3, melting point = 1000 °C,
d=20mm

Mounting rail Hilti MQ 41/3 or equivalent (incl. fixing mate-
rial)

63 /11.2/1.53, alternative coarse thread screw = 5 x 80
38/10.7/1.2

3.9x45

Cut-to-size pads d = 35 mm

Cut-to-size pads d = 10 mm

or equivalent

M10

Mineral wool (melting point = 1000 °C) or gypsum mortar
for compensating unevenness
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TROZ “technik Assembly overview

2 Assembly overview
2.1 Installation kit WE, 4-sided

Fig. 2: Installation details 1 — 11

2.2 Installation kit WE, 3-sided

Fig. 3: Installation details 12 — 22

2.3 Installation kit WE, 2-sided

Fig. 4: Installation details 23 — 33
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Assembly TROZ “tecunik

3 Assembly
3.1 Installation kit WE, 4-sided
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TROZ “tecuni Assembly
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Assembly
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TROZ “tecuni Assembly
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TROZ “tecuni Assembly
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Assembly
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TROZ “tecuni Assembly

3.2 Installation kit WE, 3-sided
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Assembly TROZ “tecunik
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TROZ “tecuni Assembly

3.3 Installation kit WE, 2-sided
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Assembly
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TROZ “tecunix Index

4 Index
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