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SLOVENSKI PREVOD 

Izjava o lastnostih 

DoP/FV-EU/DE/002 

 

1. Proizvod:      FV-EU 
Unikatna identifikacijska koda izdelka 
 

2. Predvidena uporaba:     Protipožarna loputa 
 
 

3. Proizvajalec:  

TROX GmbH  
Heinrich-Trox-Platz  
D-47504 Neukirchen-Vluy 
Phone +49 (0) 28 45 / 2 02-0 
Fax +49 (0) 2845/202-265 
E-Mail trox@trox.de 
www.trox.de 

4. Sistem preverjanja in ugotavljanja skladnosti: Sistem 1 
5. Usklajen standardi:    EN 15650:2010 

Priglašeni organi:  
Priglašen organ 1322 – IBS je izvedel začetno preverjanje tovarne ter kontrolo proizvodnje in 
izvaja stalno nadzorstvo, ocenjevanje in odobritev kontrole proizvodnje glede na Sistem 1 
standardov o Gradbenih proizvodih in izdaja izjavo o skladnosti:  
1322-CPR-74135/08 
 

6. Navedene lastnosti 

Osnovne lastnosti: protipožarna odpornost – velikost [mm]: Ø 100 to Ø 200 
Nosilna 
konstrukcija 

Podrobnosti 
konstrukcije 

Mesto 
namestitve 

Tip namestitve Razred  lastnosti 
(EI TT) 

Masivna stena • d ≥ 100 mm 
• ρ ≥ 500 kg/m3 

V steno  Namestitev na 
osnovi malte 

EI 120 (ve i↔o) S 

• d ≥ 100 mm 
• ρ ≥ 500 kg/m3 

V steno Suha vgradnja 
brez malte 

EI 90 (ve i ←o) S 
(*) 

Lahka pregradna 
stena 

• Stena s kovinsko 
pod-konstrukcijo, DF 
mavčno ploščo 
• d ≥ 100 mm 

V steno Namestitev na 
osnovi malte 

EI 120 (ve i↔o) S 

(*) i←o: Povezava na ne-izpostavljeni straniDoP/FV-EU/DE/002 
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Osnovne lastnosti: protipožarna odpornost – velikost [mm]: Ø 100 to Ø 200 
Nosilna 
konstrukcija 

Podrobnosti 
konstrukcije 

Mesto 
namestitve 

Tip namestitve Razred  lastnosti 
(EI TT) 

Lahka pregradna 
stena 

• Stena s kovinsko 
pod-konstrukcijo, DF 
mavčno ploščo 
• d ≥ 100 mm 

V steno Suha vgradnja 
brez malte 

EI 60 (ve i ←o) S 
(*) 

Masiven strop • d ≥ 150 mm 
• ρ ≥ 600 kg/m3 

V strop Namestitev na 
osnovi malte 

EI 90 (ho i↔o) S 

• d ≥ 150 mm 
• ρ ≥ 600 kg/m3 

V strop Namestitev na 
osnovi malte 

EI 120 (ho i ←o) 
S (* 

• d ≥ 150 mm 
• ρ ≥ 600 kg/m3 

V strop Suha vgradnja 
brez malte 

EI 60 (ho i ←o) S 
(*) 

(*) i←o: Povezava na ne-izpostavljeni strani 

 

7. Navedene lastnosti 

Bistvene lastnosti Tehnična specifikacija Ustreznost 
Nazivni pogoji aktivacije/ občutljivost 

- Obremenitvena sposobnost tipala 
- Vklopna temperatura tipala 72 °C 

ISO 10294-4:2001 Ustreza 

Zakasnitev aktivacije/ čas aktivacije 
- Čas zapiranja 

EN 1366-2:1999 Ustreza 

Zanesljivost delovanja 
- Cikel odpiranja in zapiranja, 50 

ciklov 

EN 15650:2010 
EN 1366-2:1999 

Ustreza 

Vzdržljivost zakasnitve aktivacije 
- Odziv tipala na temperaturo in 

obremenitvena sposobnost 

ISO 10294-4:2001 Ustreza 

Vzdržljivost zanesljivosti delovanja 
- Testiranje cikla odpiranja in 

zapiranja 

EN 15650:2010 NPD 

Zaščita proti koroziji EN 15650:2010 Ustreza 
Zrakotesnost lopute EN 1366-2:1999 Ustreza 
Zrakotesnost ohišja EN 15650:2010 Ustreza 

Klasifikacija protipožarne lopute ne sme biti višja od klasifikacije stene ali stropa v katerem je 
nameščen. V temu primeru je klasifikacija loputa zmanjšana na certificirano klasifikacijo stene/ stropa. 

 

Lastnosti proizvoda navedenega zgoraj so skladne z navedenimi lastnostmi. Ta izjava o lastnostih je 
izdana v skladu z uredbo (EU) št. 305/2011, pod izključno odgovornostjo proizvajalca navedenega 
zgoraj. 

Podpisano v imenu TROX GmbH: 

Neukirchen-Vluyn, 1 December 2014  
Jan Heymann • Pooblaščeni zastopnik • Izdelki z oznako CE 

3/2015 - DE/en 
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Declaration of  
performance
DoP/FV-EU/DE/002

(*) o → i: tested with the connection on the non-exposed side

03/2015 - DE/en

ݍ  Declared performances   

݇

݈

݉

݋

݌

Product
Unique identification code of the product type

Intended use

Manufacturer

System of assessment and verification of constancy of  
performance

Harmonised standard
Notified body/ies

FV-EU

Fire damper

System 1

EN 15650:2010

The notified body 1322 - IBS carried out the initial  
inspection of the manufacturing plants and of the factory  
production control as well as the continuous surveillance,  
assessment and evaluation of factory production control  
according to System 1 of the Construction Products  
Regulation and issued the certificate of constancy of  
performance:
1322-CPR-74135/08 

TROX GmbH Phone +49 (0)2845 2020
Fax +49 (0)2845 202265

Heinrich-Trox-Platz E-mail trox@trox.de
47504 Neukirchen-Vluyn,  
Germany

Internet www.troxtechnik.com

Essential characteristic: fire resistance ― size [mm]: Ø 100 to Ø 200

Supporting  
construction

Solid wall

Lightweight  
partition wall

Construction details

• d ≥ 100 mm
• ρ ≥ 500 kg/m3

• d ≥ 100 mm
• ρ ≥ 500 kg/m3

• Metal stud wall, gypsum plasterboard DF
• d ≥ 100 mm

Installation  
location

in the wall

in the wall

in the wall

Installation type

Mortar-based  
installation

Dry mortarless  
installation

Mortar-based  
installation

EI 120 (ve i↔o) S

EI 90 (ve o → i) S (*)

EI 120 (ve i↔o) S

Class of  
performance  

(EI TT)
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Declaration of  
performance
DoP/FV-EU/DE/002

(*) o → i: tested with the connection on the non-exposed side

03/2015 - DE/en

Essential characteristic: fire resistance ― size [mm]: Ø 100 to Ø 200

Supporting  
construction

Lightweight  
partition wall

Solid ceiling slab

Construction details

• Metal stud wall, gypsum plasterboard DF
• d ≥ 100 mm

• d ≥ 150 mm
• ρ ≥ 600 kg/m3

• d ≥ 150 mm
• ρ ≥ 600 kg/m3

• d ≥ 150 mm
• ρ ≥ 600 kg/m3

Installation  
location

in the wall

in the ceiling

in the ceiling

in the ceiling

Installation type

Dry mortarless  
installation

Mortar-based  
installation

Mortar-based  
installation

Dry mortarless  
installation

EI 60 (ve o → i) S (*)

EI 90 (ho i↔o) S

EI 120 (ho o → i) S (*)

EI 60 (ho o → i) S (*)

Class of  
performance  

(EI TT)
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Declaration of  
performance
DoP/FV-EU/DE/002

03/2015 - DE/en

Neukirchen-Vluyn, 1 March 2015 

Jan Heymann • Authorised Representative • CE-marked products

The performance of the product identified above is in conformity with the set of declared performances. This declaration of performance  
is issued, in accordance with regulation (EU) no. 305/2011, under the sole responsibility of the manufacturer identified above.  
 

Signed for and on behalf of TROX GmbH: 

Essential characteristics Technical specifica-
tion

Performance

Nominal activation conditions/sensitivity

• Sensing element load-bearing capacity
• Sensing element response temperature 72 °C

ISO 10294-4:2001 Pass

Response delay/response time 

• Closure time
EN 1366-2:1999 Pass

Operational reliability

• Open and closing cycle, 50 cycles
EN 15650:2010 
EN 1366-2:1999 Pass

Durability of response delay

• Sensing element response to temperature and load-bearing capacity
ISO 10294-4:2001 Pass

Durability of operational reliability

• Testing of the open and closing cycle
EN 15650:2010 NPD

Protection against corrosion EN 15650:2010 Pass

Damper blade leakage EN 1366-2:1999 Pass

Damper casing leakage EN 15650:2010 Pass

ݍ  Declared performances   

The classification of the fire damper must not be higher than the classification of the wall or ceiling slab it is installed in. In this case the 
classification of the fire damper is reduced to the certified classification of the wall/ceiling slab.


